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CF3-E13                                    CF3-E27 
 

MODELS 

□ CF3-E13              □ CF3-E23 

□ CF3-E18              □ CF3-E27 

DESCRIPTION 

Digital control enables increments of 1℃ 

temperature setting. The ribbon-shaped 

electric heater has a large surface area, 

which suppresses oil degradation and enables 

efficient heating. Front and side boards and 

fryer tank are stainless steel. Heater swing 

up mechanism is useful for easy cleaning. 

FEATURES 

・Digital temperature control, 50-200°C. 

・Stainless steel fryer tank. 

・Stainless steel front, sides. 

・Heater swing-up type for easy cleaning 

・Eco mode. Equipped with “Eco Mode” to  

reduce electricity consumption during standby. 

・Set up 10 menu items. 

・Fry time keeper. Automatically adjusts  

 

frying time according to the amount of food, 

preventing underheating. 

ACCSSORIES 

・Side plate and cooking mesh. 

・Fryer cover 

・Wasted oil can with filtration basket 

SAFETY DEVICE 

・Overheat prevention device 

・Dry-boil prevention function 

・Valve switch 

Stops heating when the drain valve is opened 

during operation, preventing dry heating. 

・Heater Swing UP-OFF Switch 

Heating stops if the heater is lifted, 

preventing dry firing. 

ADDITIONAL FEATURES 

・Automatic filtration system 

・Automatic lift system 

These devices require a separate transformer.
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SPECIFICATION 

Models 
Dimensions (mm) 

Electric Connection 
(3ph 4wire + ground) Weight 

(kg) 
Oil Capacity 

Width Depth Height 380V 415V 

CF3-E13 350 600 800 4.5kW 4.5kW 36 13L 

CF3-E18 450 600 800 6.0kW 6.0kW 39 18L 

CF3-E23 550 600 800 7.5kW 7.5kW 44 23L 

CF3-E27 650 600 800 9.0kW 9.0kW 52 27L 

 

IMPORTANT: SPECIFY VOLTAGE AT YOUR ORDER. 

 

The contents of this specification are subject to change without notice. 


